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TOUCHfx
In�nite Flexibility.

Contact Headquarters
LOGICDATA Electronic & Software Entwicklungs GmbH
Wirtschaftspark 18, 8530 Deutschlandsberg, 

www.logicdata.net

North America
LOGICDATA  North America Inc., 1525 Gezon Parkway SW, 
Suite C Grand Rapids, MI 49509, USA, 

DESCRIPTIONFEATURES
The TOUCHfx Handset o�ers a customizable large, 
comfortable button and display pad in compact under 
mount design. Easy to install and eliminating the 
need for inlay milling. The TOUCHfx provides optimal 
movement control with up to 6 memory positions 
available and the height display is o�ered in inches or 
centimeters.

Up to 2 motor groups

4-digit display for inch or cm

TOUCH & CLICK function

Key lock
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PRODUCT ART. NR FARBE

Swedstyle MemoryT HAND12 Schwarz

•	 Speichert bis zu vier  

	 Positionen

•	 Touchdispay

•	 Ausziehbares Design

•	 3-stelliges Display 

• 	 Touch & Click-funktion

•	 Tastensperre

Swedstyle MemoryT 

Handsteuerung mit Touch-Display und Memory-Tasten 
zum Steuern von höhenverstellbaren Gestellen.

Die Handsteuerung wird an der Unterseite der Tischplatte 
montiert. Elegantes, modernes Design mit Touch-Display 
und Sperrfunktion. Es können bis zu vier Positionen  
gespeichert werden, um den Tisch direkt in die  
gespeicherten Positionen zu bringen.
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Supply voltage 5 V DC ± 200 mV

Current Consumption (average) 60 mA

Current Consumption (standby) <1.3 mA

Service life 10 000 cycles 

Cable length 2 000 mm / 78.740” (± 40 mm / 1.575”)

Dimensions  (l x w x h ) 132.5 × 85.9 × 32.8 mm / 5.216“ x 3.380“ x 1.289“

Weight (including cable) 138 g 

Ambient conditions during
operation

+5 °C to +40 °C at max. 68% relative air humidity (non-condensing),
up to an altitude of 2,000 m.

Ambient conditions during 
transport and storage

-25 °C to +40 °C at max. 68% relative air humidity (non-condensing).
+40 °C to 60 °C at max. 32% relative air humidity (non-condensing).
Temperatures of more than 40 °C for periods not exceeding 10h.
Product must be acclimatised to acceptable operating conditions 

Compatibility All LOGICDATA Control Boxes, except integrated Control Units in 
the LOGICdrive and DYNAMIC MOTION families.

Degree of protection (IEC 60529) IP 20

Standards and regulations EMC directive 2014/30/EU
RoHS directive 2011/65/EU

Order Code TOUCH-FX-MDF-4M2-LD  (4 Memory Positions, no Key Lock)
TOUCH-FX-MDF-4M2-KL  (4 Memory Positions, Key Lock)
TOUCH-FX-MDF-6M2-LD  (6 Memory Positions, no Key Lock)
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Swedstyle AB. Box 171, SE-567 24 Vaggeryd, Sweden  

info@swedstyle.se  |  +46 393-363 60  |  www.swedstyle.com 

Versorgungsspannung 5 V DC ± 200 mV

Stromaufnahme (Durchschnitt) 60 mA

Lebensdauer 10 000 Schaltzyklen

Cable length 2 000 mm (± 40 mm)

Maße (L × B × H) 132.5 × 85.9 × 32.8 mm

Weight (including cable) 138 g

Umweltbedingungen im Betrieb +5 °C bis +40 °C bei max. 68% relativer Luftfeuchtigkeit (nicht-kondensierend),  
bis zu einer Höhe von 2 000 m

Umweltbedingungen bei Transport  
und Lagerung

-25 °C bis +40 °C bei max. 68% relativer Luftfeuchtigkeit (nicht-kondensierend).  
+40 °C bis +60 °C bei max. 32% relativer Luftfeuchtigkeit (nicht-kondensierend).  
Temperaturen über +40°C nur für die Dauer von max. 10 h.
Vor der Montage muss das Produkt auf die zulässigen Betriebsbedingungen  
akklimatisiert werden.

Kömpatibilität Alle elektrisch höhenverstellbaren Gestelle von Swedstyle

Schutzart basierend auf IEC 60529 IP 20

Normen und Richtlinien EMC Richtlinie 2014/30/EU 
RoHS Richtlinie 2011/65/EU

Technische Daten


